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West Bengal

Office of the Chief Medical Officer of Health
South 24 Parganas
M R Bangur District Hospital campus, Kolkata-33

Date: 3 E‘f,w

No. DHFWSI/Tender-Comp./ 2013-14 / G%Jﬁ
TENDER NOTICE

|

Sealed Tenders quoting *rate per unit are invited from bona fide manufacturer, his authorized agents/
dealers of reputed brands mentioned below for each of following items:-

sl. Item $ Approximate Place of delivery Specification
No requirement(Nos)
1 Desktop with Monitor 10 CMOH office, S-24 Pgs & | As per details noted in
with speaker Diamond Harbour (DH) Annexure-A
2 Laser Printer (Big) 29 BMOH office of 29 As per details noted in
blocks Annexure-B
Laser Printer (B&W) 2 CMOH office at (DH) As per details noted in
Annexure-C
3 Line Interactive UPS 10 CMOH office, S-24 Pgs & | As per details noted in
with AVR Line for single DH Annexure-D
phase AC 160V to 280V
input.
4 Laptop 2 -Do- As per details noted in
Annexure-E
5 LCD/ LED Projector 4 MRBH, Baruipur SDH & As per details noted in
Kakdwip SDH Annexure-F
6 Scanner 1 CMOH Office at DH As per details noted in
Annexure-G
7 Xerox Machine il Do As per details noted in
Annexure-H
8 Projector Screen 3 MRBH, Baruipur SDH & | Tripod High Gain Screen
(Tripod) Kakdwip SDH with stand Approx size —
6ft. x 4ft.
9 Chair 120 Do Plastic moulded chair
with arm (Standard size)

* Should be below the rate approved by DGS&D for similar configuration of item required, if any.
SRequirement may vary

2. The Tender should be accompanied by the following:-
i. Bids to be submitted in two bid (Technical & Financial) system
ii. Details of extra features, or benefits offered, if any.

iii Maximum time required for delivery and installation of all the items, if the work order is

received.

iv. Certificate of Agency in case the quotation is from Authorized Agent / dealer of reputed
Brand.

V. Updated VAT / P Tax/ PAN details.
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[image: image2.jpg]vi. Refundable Earnest money of Rs. 10,000/~ (Rupees Ten Thousand) only in the

form of D/D in favour of “Chief Medical Officer of Health, South 24 Parganas”
payable at Kolkata.

vii.  Security money @ 10 % of work order will have to be deposited for the period of
warranty.

viii. ~ Warranty of maximum period (parts & onsite) offered by the bidder will be
preferred in case of tie.

ix, The accepted rate of tender will remain valid for one year.

3. Authorized agents representing more than one brand should submit tenders
separately for each brand.

4. The successful vendor will be required to give delivery and install the equipment at
his /its cost, at the Office of the Chief Medical Officer of Health, South 24 Parganas
and at Diamond Harbour and o/o the BMOH of 29 Blocks within the districts as the
case may be.

5. Any delay in meeting the schedule of installation, as agreed at the time of issuing
the work order, may result in penalty by way of reduction in the payable amount, at
the discretion of the undersigned.

6. The bills addressed to the Chief Medical Officer of Health, South 24 Parganas
accompanied by certificate of the installation from the concerned Departmental
Officers, will be required to be submitted to this office for payment.

7. Tender paper will be available from o /o the CMOH, South 24 Parganas during office
hours from 11.11.13 to 18.11.13 against payment of Rs. 500/- for each document.
One bidder is eligible to submit one bid for indented item(s) only.

-8. Tender (s) is/ are to be submitted at tender box located at o /o the CMOH, South 24
Parganas on and before 21.11.13 latest by 12.30 pm. Any quotation submitted
thereafter will not be considered. The tenders will be opened on the same day at 2 pm
before the bidders, who choose to remain present in this office.

9. The Chief Medical Officer of Health, South 24 Parganas shall reserve the rights of
cancellation , adding, reducing or deferring the tender in total or in partial without

assigning any reason thereof. S /‘/‘
N

Chief Medical Officer of Health
South 24 Parganas.
Memo No. CMOH/SPG/ ! Date:
Copy forwarded for information with a request for wide circulation through notice board / Website to :
1. The Secretary, Alipur , Zilla Parisad, South 24 Parganas
The Nezarath Deputy Collector, South 24 Parganas
The District Information Officer, NIC, South 24 Parganas
The District Information &Cultural Officer, South 24 Parganas
The Superintendent, M.R. Bangur Dist. Hospital, Kolkata
The System Co-ordinator, IT Cell, Dept. of Health &Family Welfare, Swasthya
Bhaban, Kolkata

7. Estt. Section of this office. —
50 2R

Chief Medical Officer of Health
South 24 Parganas.

ous L
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DETAILED TECHNICAL SPECIFICATIONS

A. Specifications for DESKTOP
Sl
No. item Description
64 Bit Dual Core Processor
TDP-80 Watt or less , Clock frequency - 3.1 GHz or more L2+L3 Cache -
minimum 3.5MB
1 Processor Memory Support -DDR3, 1333MHz. [Processor family quoted should be
the latest as announced by Processor OEM not earlier than 2011 and
should be available for next five years (documentary evidence or Website
Link must be provided)]
2 Motherboard
(Chipset) From same Processor OEM
3 | RAM 4GB Dual-channel DDR3 RAM @1333MHz
4 HD Drive 500GB SATA Hard Disk 7200 RPM
5 Optical Drive DVD R/W Drive
6 Video Graphics Integrated Graphics with Graphics Media Accelerator
7 | Audio Integrated High Definition Audio
8 Keyboard & Mouse r?/l?)r:seeOEM Standard (104 Keys) Keyboard & 2-Button USB Optical Scroll
1. Integrated 10/100/1000 Mbps Ethernet Controller with Wake on LAN
support
9 | Network Controlier 2. WLAN 802.11 b/g/n (The function to be made available within the box
not on USB dongle. Bidder with function embedded on the Mother board
scores 2 extra points on QCBS)
1 Serial Port (optional), 1 Parallel Port (optional), Min 6 USB Ports (2 front,
10 | I/O Ports 4 rear), VGA Port, Audio Out, Mic. In, Head Phone & Other necessary
ports
1 Expansion Slots Total 4 PCI Siot (In combination of PCI, PCI x1 & PCI Express x 16
ki 12 | Power supply Min. 300 Watts, Surge protected
13 | Form Factor Same OEM Micro Tower
14 | Monitor 18.5" TFT Monitor or higher, 1024x768 by the same OEM
15 | Power Cord 3 Pin Indian type
DUAL OS
Windows 7 Professional (64 bit and its seamless execution of 32 bit
applications  in  Windows XP mode of executon) 0S-
y 2:UBUNTU(LatestVersion) **Note : Initially one OS i.e. Microsoft Windows
16 | Operating System may be insgalled but if need arises, supplier to install on site the PCs for
dual booting with 2nd OS (UBUNTU) during the warranty period
Preloaded with CD/DVD media and all other necessary drivers with
requisite license documentation & certification for the same.
Compliance OEM should have 1SO 9001:2008 & ISO 14001 certification
Bidder should ensure availability of "full Discloser report' from either
FCCeertifying LAB or ERTL wherein exact configuration of the PC getting
p certified ismentioned. Only a blanket FCC one page certification will not be
treated as sufficient. OEM must supply all 500 pcs with exactly identical sub
systems likesame model Mother board same SMPS same make and mode!
cabinet etc.Otherwise the purchaser may ask the winning bidder to get one
sample tested
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Specifications

Print speed black (normal, A4)

More than 25 ppm

First page out black (A4, ready)

As fast as 7 sec

Print quality black(best)

Up to 600 x 600 x 2 dpi (1200 dpi effective

volume

output)
Print technology Laser
Duty cycle (monthly, A4) More than 7000 pages
Recommended monthly page 250 to 2000

Memory, standard

Equal or more than 32 MB

Processor speed

Above 300 MHZ

Paper handling

Duplex printing

Automatic (standard)

Media sizes supported

A4;A5;A6;B5; postcards; envelops (C5,DL,BS)

Media sizes, custom

At least 250 sheet input tray

Media types Paper (laser, plain, photo, rough, vellum),
envelops, labels cardstock, transparencies,
postcards
Connectivity

Network Printing capability Yes

Connectivity, Standard

Hi Speed USB 2.0 port 10/100 Ethernet
networking

Power and Operating requirements

Compatible Operating system

Microsoft Windows 7 (32 bit / 64 bit) , Windows
Vista (32 bit / 64 bit), Windows XP (32 bit / 64
bit), Windows Server 2008 (32 bit / 64 bit),
Windows Server 2003(32 bit / 64 bit), Mac OSxv
10.4,v 10.5,v 10.6, Linux

Mac compatible

Yes

Power

110 volt input voltage : 110 to 127 VAC (+/-10 %)
60 Hz (+/-2 Hz) 7 A; 220 volt input voltage;220 to
240 VAC (+/-10 %) 50 Hz (+/-2 Hz) 4 A

Power consumption

440 watts (printing) 2.2 watts (ready) ,1.6 watts
(auto- off) ,0.4 watts (manual-off)

Power consumption footnote

Power numbers are the highest values measured
using all standard voltages.

What'’s included

Warranty

One year on site

Cable included

Yes, 1 USB cable

What’s will be in the Box

Introductory Laser Jet Black Print cartridge,
power cord, paper tray cover, CD(s) with printer
software and documentation, Getting started
Guide, Support flyer, Smart Install Flyer, USB
Cable.
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Specs. for A4 Monochrome Laserjet Printer

Print speed black {(normal, A4)

up to 21 ppm

First page out black (A4, ready)

As fast as 7 sec

Print quality black (best)

Up to 1200 dpi effective output

Print technology Laser
Recommended monthly page volume 2000
Memory, standard 8 MB
Print languages Host-based printing

Paper handling

Media sizes supported

Ad; A5; AB; B5; postcards; envelopes (C5,
DL, B5)

Media sizes 250-sheet input tray: 147 x 211 to 216 x 356
mm; sheet feed slot: 76 x 127 to 216 x 356
mm

Media types Paper (laser, plain, photo, rough, vellum),
envelopes, labels, cardstock,
transparencies, postcards

Connectivity

Connectivity, standard

Hi-Speed USB 2.0 port

Dimensions and Weight

Media weight, supported

60 to 163 g/m?

Power and operating requirements

Power

Input voitage ; 220 to 240 VAC (+/- 10%),
50 Hz (+/- 2 Hz)

Power consumption

within 450 watts (printing)

ENERGY STAR® qualified

Yes
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Description

Specification

Rating

Minimum 600 VA Line Interactive

140-270VAC

Input Voltage Range

- Cold Start (0 to 100% Yes

load)

Input Frequency

Nominal frequency 50Hz
Frequency Range 50Hz +/- 3Hz

The UPS should be Microprocessor Controlled

Protection

Settable Input Battery Protection for
Deep Discharge

Surge Suppression for spikes and surges at AC Input

Nominal Qutput Voltage

Battery Back UP 20 minutes on full load-
Barrery minimum specification 12V / 14 AH minimum
Battery type Sealed Maintenance free

230VAC Units

Power(VA) max. 600

Power(Watts) max. 360

Load Power Factor 0.6

Output Voltage

- Waveform Stepped Sine-wave
Transfer Time 2-6 ms typical, 10 ms max.
Output Frequency

-nominal output frequency

50Hz

-frequency regulation

(line-mode) same as input

(battery mode) 50Hz+1Hz

Short Circuit Protection

Line Mode Fuse

Battery Mode Electronic Fault (shutdown)
Environmental The UPS shall be capable of

withstanding the following
environmental conditions:

0°C to +40°C, 0 to 90% Relative Humidity (Non-condensing)

[ Credentials

Manufacturer Should be ISO
9001:2008 & 1ISO 14001 certified

tested at their own expense prior to making bulk supply

The purchaser reserves the right to ask the successful bidder to get one sample piece ERTL
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Annexure E

Lifestyle Everyday Use

Processor Core i3 (3rd Generation)
Variant 3120M

Chipset Mobile HM75 Express
Brand Intel

Clock Speed 2.5 GHz

Cache 3 MB

Expandable Memory Up to 8 GB

Memory Slots

2 (Unused Slot - 1)

System Memory 2 GB DDR3
Hardware Interface SATA
RPM 5400

HDD Capacity 500 GB

Optical Drive

Super Multi DVD RW Drive with Dual Layer Support

Operating System Windows 8
System Architecture 64-bit

OS Architecture 64-bit

Screen Size 15.6 inch
Resolution 1366 x 768 Pixel

Screen Type

Anti Reflective and anti glare HD Display

Graphic Processor

Intel HD Graphics 4000

Dedicated Graphics Memory Type

DDR3

Dedicated Graphics Memory Capacity

512 MB

Web Camera

720p HD Webcam

Pointer Device

Touch Pad with Multi-touch Gesture Support

Keyboard Standard Keyboard
Internal Mic Digital Microphone
Speakers Built-in Speakers
Sound Stereo Speakers
Ethernet 10/100 Base-T LAN
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IEEE 802.11b/g/n

Bluetooth

v4.0

Battery Backup

Up to 6 hours

Power Supply

65 W AC Adapter

Battery Cell 6 cell

USB Port 3xUSB2.0
Mic In Yes

RJ45 LAN Yes

HDMI Port ¥Yes

VGA Port Yes

Muiti Card Slot

3-in-1 Card Reader

Page - 2
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Technical Specification of LCD Projector Model

General

LCD Size 0.55-inch without MLA (D8)

Driving Method Poly-silicon TFT active matrix

Pixel Number 786,432 dots (1024 x 768) x 3

Native Resolution XGA

Aspect Ratio 4:3

Projection Lens Manual focus and optical zoom

Lamp Type 200 W UHE (E-TORL)

Lamp Hours 4,000 hours (Normal) / 5,000 hours (Eco)
Keystone Correction Vertical: +30° (Automatic), Horizontal: #30°
Brightness 2,600 Im (Normal) / 2,080 Im (Eco)
Contfast Ratio 3000:1

Sound Output 2W Monaural

Operating Temperature 5°C to 35°C <41°F to 95°F> (20% - 80% Humidity)
Dimension (include Lens and Feet) 228 x 295 x 77 mm (8.97” x 11.6” x 3.03")
Weight Approx. 5.1 Ibs /2.3 kg

Fan Noise 37dB/29dB

Connectivity - i) Computer in — 1 no.

ii) Monitor out — 1 no.
iii) USB (Type-A) — 1 no. for PC-Less Presentation (only JPG files)
iv) USB (Type-B) — 1 no. for Page up & down of PPT Presentations from Projector Remote & USB Display.
v) S-Video input — 1 no.

vi) Audio-L input — 1 no.

vii) Audio-R input — 1 no.

viii) Audio out — 1 no.
ix) Video input — 1 no.
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Detailed Technical Specification of Photo Scanner:

Scanner Type

Flatbed

Scanning Method

cis

Light Source

3-Colour (RGB) LED

Selectable Resolution

25 - 19200dpi

GENERAL

Scan Area Size:

A4,LTR: 216 x 297 mm

Media Type supported:

Paper, Photographic material, 3-D objects, 35 mm slides and negatives

SCAN FILE FORMAT

Scan file format
(Windows):

PDF, TIFF, JPG, FPX, GIF, PICT, RTF, TXT, HTML

SCANNING RESOLUTION

Optical scanning

o 4800 x 9600 dpi
resolution:
SYSTEM REQUIREMENTS
Windows: Windows XP Home, Windows XP Professional,
Hard Drive: Windows XP Professional x64, Windows 2000, Windows
Vista, Windows Vista x64 - 450 MB hard disk space
S5ty Windows: Windows XP Home, Windows XP Professional, Windows XP Professional x64,
e Windows 2000 - 128 MB RAM, Windows Vista, Windows Vista x64: 512 MB RAM
Processor: Windows: 500 MHz processor, 800 MHz Processor

Operating System:

Windows 7, Windows Vista, Windows XP, Windows XP, Windows 2000, Mac OS X
v10.4.11, 10.5, 10.6

Pt

—o
tage J





[image: image11.jpg]Other Requirement:

CD-ROM drive, 800 x 600 SVGA Monitor, DirectX 9 capabl

r

Scan speed

Approx. 16 Sec.

Preview Speed

Approx. 14secs.

Grayscale 16-bit input
8-bit output
Colour 48-bit input (16-bit for each colour)

48-bit or 24-bit output (16-bit / 8-bit for each colour)

Grayscale, B&W 2400dpi: 5.6msec/line
1200dpi: 2.8msec/line
600dpi: 1.8msecl/line
300dpi: 3.7msec/line

Colour 2400dpi: 16.7msecl/line
1200dpi: 8.4msec/line

B 600dpi: 4.3msec/line
300dpi: 3.7msec/line

Scanner Buttons (EZ Buttons) 4 buttons
(PDF, AUTOSCAN, COPY, E-MAIL)

Interface USB 2.0 Hi-Speed

Temperature 5-35°C

Humidity 10 - 90% RH (no dew condensation)

Power Supply Supplied via USB port

Power Consumption Maximum during operation Approx. 2.5W
Stand-by Approx. 1.4W

OFF (USB bus power model; Suspend)

Approx. 11mW
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Annexure- H

Sl Description Yes/No Remarks
No.
COPIER FUNCTION:
1. | Configuration: Digital Copier cum Printer & Colour Scanner
2. | Copy / Print Process: Laser Indirect Electrostatic
3. | Developing Process: Dry Dual Component
4. | Maximum Original Paper Size: A3
5. | Maximum Copy Size: A3
6. | Copy Resolution: Minimum 600 x 600 dpi
7. | Copy Speed: Minimum 19 cpm and above
8. | Zoom (variable): 25-400% (in 1% increments)
9. Continuous Copy: 1-999 copies
10. [ Electronic Sorting: Available
11. | Paper Feed: Min. 250-sheets paper tray for B5 to A3 +
Min. 100 sheet bypass tray for A5 to A3 Total capacity 350 sheets
12. | Basic Memory: Minimum 128MB
13. [ Scan-Once-Print Many
14. | USB Reader Facility: Scan to USB memory saves documents quickly
on USB flash drives / Pen Drive
15. | 4-in-1 image copy (scan twice / four times for both side of a
document — copy once on single side)
16. | Rotate Copy (ignoring the orientation of the original document, i.e.,
Portrait to Landscape)
17- | ID Card Copy: The handy ID Copy feature saves paper by copying
both sides of small documents on to one sheet
PRINTER FUNCTION:
18. | A3 Size Laser Printer inbuilt
19. [ Print Speed: Minimum 19 ppm and above
20. | Printer Interface: High speed USB 2.0
21. | Print Resolution: Minimum 600 x 600 dpi
22. | Compatible Operating System:
Windows NT 4.0, Windows 2000/XP/2007, Server 2003/2008, Vista
SCANNER FUNCTION:
23. | Full Colour Scanner (A3 Size) Interface: Inbuilt
24. | Scan Sending Options / Mode: Scan to USB Memory, Scan To PC
25. | Scanner Interface: High speed USB 2.0
26. | Warranty: Please specify
27. | Product Make: Please specify
28. | Product Model No.: Please specify





